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15 m²

KITCHEN

poc tile

19 m²

FILLING ROOM

poc. tile

26 m²

HEAD OD DEPARTMENT

carpet tile
15 m²

PA-HOD

carpet tile

26 m²

LEGAL ADVISORY
SERVICES

carpet tile

26 m²

LEGAL SPECIAL
PROJECTS

carpet tile

15 m²

PA-LAS

carpet tile

15 m²

PA-LSP

carpet tile

Aluminium framed glass panel with door to ceiling
height instaled to manufactured specifiation
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Aluminium framed glass panel with door to ceiling
height instaled to manufactured specifiation

Drywall partitioning
at 1800mm high

TELEPHONE BOARD

DOUBLE PLUG POINT 16AMP @ 250mm

DISTRIBUTION BOARD

TELEPHONE POINT

NETWORK DATA POINT

NEW 3 CHANNEL P/SKIRTING
INSTALLED AT FLOOR LEVEL

BIOMETRIC READER

POP-UP IN DEST CONSIST OF:
2X NORMAL(WHITE) PLUGS 1XDATA POINT
2X DEDICATED(RED) PLUGS 1X 2-PIN EURO PLUG
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FLOOR PLAN EXISTING
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PROPOSED FLOOR PLAN
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Existing Kitchen
Floor tiling to
remain.

TELEPHONE BOARD

DOUBLE PLUG POINT 16AMP @ 250mm

DISTRIBUTION BOARD

TELEPHONE POINT

NETWORK DATA POINT

NEW 3 CHANNEL P/SKIRTING
INSTALLED AT FLOOR LEVEL

BIOMETRIC READER

POP-UP IN DEST CONSIST OF:
2X NORMAL(WHITE) PLUGS 1XDATA POINT
2X DEDICATED(RED) PLUGS 1X 2-PIN EURO PLUG
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 1 : 100
PROPOSED FLOOR FINISHING

 1 : 100
PROPOSED LIGHTING LAYOUT
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19 m²

BOARDROOM

carpet
15 m²

KITCHEN

poc tile

19 m²

FILLING ROOM

poc. tile

26 m²

HEAD OD DEPARTMENT

carpet tile15 m²

PA-HOD

carpet tile

26 m²

LEGAL ADVISORY
SERVICES

carpet tile

26 m²

LEGAL SPECIAL
PROJECTS

carpet tile

15 m²

PA-LAS

carpet tile

15 m²

PA-LSP

carpet tile

TELEPHONE BOARD

DOUBLE PLUG POINT 16AMP @ 250mm

DISTRIBUTION BOARD

TELEPHONE POINT

NETWORK DATA POINT

NEW 3 CHANNEL P/SKIRTING
INSTALLED AT FLOOR LEVEL

BIOMETRIC READER

POP-UP IN DEST CONSIST OF:
2X NORMAL(WHITE) PLUGS 1XDATA POINT
2X DEDICATED(RED) PLUGS 1X 2-PIN EURO PLUG
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DAIKEN FCQG1000 32000 BTU
INVENTER HEAT PUMP
CASSETTE UNIT

DAIKEN FCQG1000 12000 BTU
INVENTER HEAT PUMP
CASSETTE UNIT

DAIKEN FCQG1000 17000 BTU
INVENTER HEAT PUMP
CASSETTE UNIT
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 1 : 100
ELECTRICAL PLUG LAYOUT

Note:
While the electrical reticulation is indicated on the electrical
drawings, the detail design (including the selection of cable
thicknesses, materials and components) will be done by a
competent and suitably qualified electrical contractor on a design
and supply and install basis. The contractor indemnifies the
architect against claims which may arise out of the design of the
electrical installation. A certificate of compliance must be issued
before practical completion can be certified.

 1 : 100
PROPOSED AIRCON LAYOUT


